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used by the contractor in the carrying out of the work. Thus the principal may wish to use a particular kind or quality of material which he does not wish to describe specifically in the specifications, or which, if described, he can not well assure himself that the contractor will furnish. Especially is this the case with such materials as can not be clearly identified by ordinary methods of inspection; as, for instance, various kinds of paints, cement, iron and steel, paving brick, besides a great number of specialties in the line of manufactured articles and machines. Or, the contractor may not be able to purchase this material on as favorable terms as the principal, because of the greater risk involved in the sale of this material when the contractor must be looked to for payment. Thus, when the bidders are informed that the principal will furnish materials which would otherwise cost the contractor large sums of money, many contractors of small means would be encouraged to bid upon the work, who otherwise would not be able to handle it. For these and other reasons, therefore, it is frequently wise for the principal to purchase the material and turn it over to the contractor for use in the work.
71. Proposal for Building a Dam, Spillway, Levee, Outlet Tunnel, and Overflow Chamber.
To THE FIRST NEW MEXICO RESERVOIR AND IRRIGATION Co., ROSWELL, NEW MEXICO.
Gentlemen:—The undersigned propose to do all the work and furnish all of the material in accordance with the printed form of contract and specifications, a copy of which is herewith
annexed, and bind--------, on the acceptance   of this proposal,
to enter into and execute a contract in the form of said enclosed specifications and contract for the execution of said work at the prices named below, to wit: Excavation:
(a)    Earth, including all forms of soil, or clay,  per cubic
yard--------.
(£)    Gravel and sand, including all  forms and  combinations of these materials, per cubic yard---------.
(<:)    Loose rock in open cut,  including all  kinds of loose rock not requiring blasting, per cubic yard---------.

